Instructions for converting electrical system from
h screen lectromechanical

Kit contents

o Cover for electromechanical control panel including remote thermostat
and switches.
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Solutions

7

Pump

o Cover adapter.

o Prodigy thermostat for boiler (optional).

o Power supply.

o Connection cables and electrical distributor.

o Notice: the procedure involves the connection of optional parts. If your
cart does not have them, just ignore that step.

Procedure

o Remove the socket located under the cart, take note of the colors of the
wires present and disconnect them.

1 phase (white)
2 neutral (grey)
Eyelet grounding (yellow-green).

Cut the clamps.

Disconnect all connectors.

Disconnect the box containing the PLC.

Remove the box and old wiring as they are no longer needed.

Secure the electrical distributor behind the control panel near the power

supply and replace the power supply with the one provided.

o The shorter cables must remain at the rear of the cart facing the point
where the control panel will be attached.

o The longer cable goes to the front of the cart and will be attached with

clamps, where the previous ones have been disconnected.
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Make the following connections on the control panel containing the
thermostat and switches (from the right to the left):

O

O
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O

BATT. (red x 2).

LED (red x 2).

BOILER (grey x 2) (optional).

PUMP (red x 2) (optional).

220V IN / 115V IN (white + grey, under the corresponding colors
already connected).

COMP (grey x 2, COMP label on only one) goes to the thermostat
(connector 1, marked with C; connector not marked with pin goes to
connector 2).

NTC (red + black) goes to the thermostat (connectors 9-10, they are
the two control units pin places of the right group marked with 2
dashes, one for each place; the connection is indifferent).

Make the following connections on the power supply:
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UPS-L goes to L of the UPS, possibly bridged.

UPS-N goes to N of the UPS, possibly bridged.

UPS-V + goes to V/V+ of the power supply.

UPS-GND goes to GND / V- of the power supply.

UPS-BATT+ goes to the B+ or the red cable of the power supply.
UPS-BATT— goes to B— or to the black cable of the power supply.

Make the following connections on the devices:

O

COMP (grey + white) goes to the compressor, to be directly connected
to the rectangular filter.

NTC (red + black or black x 2) goes to the NTC connector. It is first
necessary to disconnect the probe connector which is already
connected to the previous system. It is located near the compressor.
PUMP COLD / PUMP (red + black) goes to cold water pump (optional).
PUMP HOT (red + black) goes to hot water pumps (optional).

BOILER THERM (grey x 2) goes to the Prodigy thermostat (optional). It
is first necessary to remove the probe from the boiler already present
on the boiler and insert that of the Prodigy thermostat.

BOILER (grey + white) goes to the boiler connector (optional).

LED (red + black) goes to the connector under the floor.

From the distributor comes a cable (gray + white + yellow / green)
labeled with 220IN 6PIN/110IN 6PIN. Replace the cables with those of
the same color in the previously opened socket box.



The other end of the yellow/green cable is free to connect it to the chassis
where it is most convenient.

At the end of the procedure, the connections must reflect the attached
wiring diagram.
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